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Montage-/Betriebsanleitung Einbaufeder 2er Set für LED Panel Flat Q1, Q2, R2  
 
Sonderlösung, um die LED Panel Flat Q1, Q2 und R2 als Einbauleuchte zu verwenden.  
 
 
Artikel Nr.:   1560990000 
 
Im Lieferumfang enthalten: 2 Schrauben 

 
Benötigte Einbaufedern: Q1  - 2 Einbaufedern (1x 2er Set) 

Q2  - 4 Einbaufedern (2x 2er Set) 
R2  - 6 Einbaufedern (3x 2er Set) 

 
 
 

 Der Deckenausschnitt muss nur an den Stellen erfolgen, an denen die Federn eingesetzt werden. Dabei bitte präzise arbeiten, da 
der Abstand zum äußeren Panelrand nach dem Einsetzen der Federn nur 4 mm beträgt. 
 

 Weitere Ausschnitte für die Anschlussleitungen sind von der Position abhängig. 
  

 Einbaufeder hinter den Befestigungshaken positionieren und mittels beiliegender Schrauben befestigen.  
 

 Einbaufedern noch oben drücken und in die Deckenöffnungen einsetzen. Dabei spannen sich die Einbaufedern und halten die 
Leuchte fest in der Decke. 

 

 Einbauskizze für LED Panel Flat Q1 
 

 Einbauskizze für LED Panel Flat Q2 
 

 
 Einbauskizze für LED Panel Flat R2 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

[alle Abmessungen in mm] 

 

http://www.nobile.de/


Technical and design changes due to product developments are subject to change without prior notice.  
 
nobilé AG-Wächtersbacher Str. 78 
D-60386 Frankfurt/M. Germany 
Tel: +49 (0) 69/ 962205-0 
www.nobile.de                                                                                                                                                                                                                                                                                                       rev. 0.1 – 20.05.2015 

Mounting-/Operation Instruction Mounting Spring 2-pack for LED Panel Flat Q1, Q2, R2 
 
Special solution in order to use the LED Panel Flat Q1, Q2 and R2 as recessed luminaire. 
 
 
Part no.:     1560990000 
 
Included in delivery:  2 screws 

 
Required mounting springs: Q1 - 2 mounting springs (1x 2-pack) 

  Q2 - 4 mounting springs (2x 2-pack) 
  R2 - 6 mounting springs (3x 2-pack) 

 
 
 

 The ceiling cut-out must only be done at the positions where the mounting springs are inserted. Please work precisely as the distance 
to the outer rim is only 4 mm after inserting the springs.  
 

 Additional ceiling cut-outs for connecting cables depend from the position. 
  

 Put mounting spring behind the fixing hook and fix it using screw.  
 

 Push mounting springs upwards and insert them into the ceiling cut-outs. The springs will keep the luminaire tightly in place. 
 

 
 

 Installation drawing for  LED Panel Flat Q1 
 

 

 Installation drawing for LED Panel Flat Q2 

 
 

Installation drawing for LED Panel Flat R2 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
[all dimensions in mm] 
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